


Applications

Hydrocarbons which are po-
tentially present in the atmos-
phere can become a real pro-
blem when attempting to make
a controlled stop of an internal
combustion engine.

These hydrocarbons may be
sucked in by the engine air in-
take system and produce acce-
leration and the loss of speed
control with the subsequent risk
of explosion or deflagration. The
ordinary stopping methods (for
example, shutting of the fuel
flow) may be quite useless, lea-
ving the engine running without
any possibility of stopping.

Advantages

v Special guillotine-design

+ Extremely fast closing process

* No impairment of the flow properties

The Gali valve allows the au-
tomatic closing of the engine’s
air intake, increasing safety in
places such as offshore oil plat-
forms, engine rooms on-board
ships and on land, and petro-
chemical refineries and plants.

They are also employed for en-
gine isolation in installations of
in-line engines with centralised
exhaust systems and for closing
a wide variety of piping, provi-
ded that the actual closing does
not have to be fully sealed.

Special versions (eg. ATEX) on
request.

v Very compact design

v Easy installation and handling

v' Wide range of applications up to 13

“(larger on request)

» With the flip closed no pressure

conditional opening possible

v" Mountable on the pressure and the suction

side

v Suitable boost pressure max. 5 bar

manifolds

+230 °C...

v' Extremely lightweight design

v Useable in most types of motor

v" On demand with corresponding intake

v Operating temperature range -20 °C to

Housing material Aluminium

Solenoid valve, for release; Available
with manual, electric, pneumatic or

hydraulic actuation

Reset handle

2 connecting hoses, or Steel
manifold according to customer
specifications

Position switch

Gate in SS 316L
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On this engine there are moun-
ted two Shut Off Valves inclu-
ding a new designed manifold.

GenSet for the use in a refinery.

With 4 Shut Off Valves in line.
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